Дистант для 1 группы
6 апреля 2023 года
Практическое занятие № 130-131 Перевод руководств.
Перед Вами руководство по эксплуатации торцовочной пилы Makita с протяжкой.
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Прочитайте инструкции по технике безопасности при работе, найдите все предложения с Причастием 1, Причастием 2, Герундием, выпишите их и переведите на русский язык.
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Read before use.
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When operating a power tool outdoors, use an
extonsion cord sutable for outdoor use. Use of
a cord suitable for outdoor use reduces the risk of
eleciic shock.

If operating a power tool in a damp location

is unavoidable, use a residual current device
(RCD) protectad supply. Use of an RCD reduces
the isk of electic shock.

Use of power supply via an RCD with a rated
residual current of 30 mA or less is always
recommended.

Power tools can produce slectromagnetic ields
(EMF) that are not harmtul to the user. However,
users of pacomakers and other similr medical
dovices should contact the make ofthir dvice an
or doctor for advice before operaing this povier tool
Do not touch the power plug with wet hands.
Ifthe cord is damaged, have it replaced by the
manufacturer or his agent n order to avoid a
safety hazard.

Personal Safety

1

‘Stay alert, watch what you are doing and use
‘common sense when operating a power tool.
Do not use a power tool while you are tired or
under the influence of drugs, alcohol or med-
ication. Amoment of inattenticn whil operating
power tools may resul i serious persona injury.
Use personal protective equipment. Always
wear eye protection. Protective equipment such
s a dust mask, non-skid safely shoes, hard hat or
hearing protection used for appropriaté condltions
wil educe porsonal injuris.

Prevent unintentional starting. Ensure the
‘switch is in the off-position before connecting
to power source andlor battery pack, picking
up or carrying the tool. Carrying power tools with
your finger on the switch or energising power tools
that have the switch on invies accidents.

Remove any adjusting key or wrench before
turning the powor tool on. Awrench or a key let
attached o a otating partof the power tool may
resultin personal njury.

Do not overreach. Keep proper footing and
balance atall times. This enables betler conirol
of the power (ool in unexpecied situatons.

Dross properly. Do not wear loose clothing or
Jowellory. Keop your hair and clothing away
from moving parts. Loose clothes, jewellery or
long hair can be caught in moving parts.

1f devices are provided for the connection of
dust extraction and collection faciltes, ensure
these are connected and properly used. Use of
dust colection can reduce dust.related hazards.
Do not et familiarity gained from frequent use
of tools allow you to become complacent and
ignore tool safety principles. A careiess acton can
Gause severe njory wiin a fraction of @ second.
Always wear protective gogales to protect
your eyes from injury when using power tools.
The goggles must comply with ANSI Z87.1 in
the USA, EN 166 in Europe, or ASINZS 1336

in AustralialNow Zealand. In AustralialNew
Zealand, it s legally required to wear a face
‘shield to protect your face, too.

tis an omployer's responsibilty o anforce,
the uso of appropriate safety protective equip-
ments by the tool operators and by other por-
Sons in the immediate working area.

Power tool use and caro.

1

Do not force the power tool. Use the correct
power tool for your application. The correct
power (ool willdo the job better and safer at the
Fate for which it was designed.

Do not use the power tool ifthe switch does.
ot turn it o and off. Any power ol that cannot
b controlled with the swich is dangerous and
must be repaired;

Disconnect the plug from the power source
andlor remove the battery pack,if dstachable,
from the power tool before making any adjust-
ments, changing accessories, or storing power
tools. Such preventive safety measures reduce
the isk o starting the power tool accidenaly.
Store idle power tools out of the reach of chil-
dren and do not allow persons unfamiliar with
the power tool or these instructions to operate
the power tool. Povier ools are dangerous in the
hands of unirained users.

Maintain power tools and accessories. Check
for misalignment or binding of moving parts,
breakage of parts and any other condition that
may affect the power tool's operation. If dam-
aged, have the power tool repaired before use.
Many accidents are caused by poorly maintained
power tools.

Koep cutting tools sharp and clean. Properly
maintained cuting tools with sharp cuting edges.
are lesslikely o bind and are easier o control

Use the power tool, accessories and tool bits.
etc. in accordance with these instructions, ta
ing into account the working conditions and
the work to be performd. Use of the powor tool
for operations diferent fom thoss intended could
resultin a hazardous situation.

Koep handies and grasping surfaces dry,
clean and free from oil and grease. Siippery
handles and grasping surfaces do not allow for
safe handiing and control of the tool n unexpected
siuations.

When using the tool, do not wear cloth work
gloves which may be entangled. The entangle-
ment of cloth work gloves inthe moving parts may
resultin personal injury.





